MIAMI-DADE COUNTY
PRODUCT CONTROL SECTION
11805 SW 26 Sireet, Room 208

DEPARTMENT OF REGULATORY AND ECONOMIC RESOQURCES (RER) Miami, Florida 33175-2474
BOARD AND CODE ADMINISTRATION DIVISION T (786) 315-2590 F (786) 313-2599
NOTICE OF ACCEPTANCE (NOA) www.ntinmidade.gov/economy
Leader Industries, Inc.

P.O. Box 40913

Nashville, TN 37204

Scopk: This NOA is being issued under the applicable rules and regulations governing the use of
construction materials. The documentation submitted has been reviewed and accepted by Miami-Dade
County RER-Product Control Section to be used in Miami Dade County and other areas where allowed by
the Authority Having Jurisdiction (AHJT).

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control
Section (In Miami Dade County) and/or the AHJ (in areas other than Miami Dade County) reserve the right
to have this product or material tested for quality assurance purposes. If this product or material fails to
perforn in the accepted manner, the manufacturer will incur the expense of such testing and the AHJ may
immediately revoke, modify, or suspend the use of such product or material within their jurisdiction. RER
reserves the right to revoke this acceptance, if it is determined by Miami-Dade County Product Control
Section that this product or material fails to meet the requirements of the applicable building code,

This product is approved as described herein, and has been designed to comply with the Florida Building
Code, including the High Velocity Huiricane Zone.

DESCRIPFION: Model DC —-PVB Aluminum Vertical Blade Louvered Penthouse Fan Enclosure

APPROVAL DOCUMENT: Drawing No. 08-01640, titled “DC-PVB Penthouse Fan Enclosure”, sheets 1
through 7 of 7, dated 06/25/2012, with revision A dated 02/25/2013, prepared by Leader Industries, Inc,
signed and sealed by Luis R. Lomas, P.E., bearing the Miami-Dade County Product Control revision stamp
with the Notice of Acceptance number and expiration date by the Miami-Dade County Product Control
Section,

MISSILE IMPACT RATING: Large and Small Missile Impact Resistant

LLABELING: Each unit shali bear a permanent label with the manufacturer's name or logo, city, state,

model/series, and following statement: "Miami-Dade County Product Control Approved"”, unless otherwise
noted herein.

RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been
no change in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change
in the materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement of
any product, for sales, advertising or any other purposes shall automatically terminate this NOA. Failure to
comply with any section of this NOA shall be cause for termination and removal of NOA.

ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and followed
by the expiration date may be displayed in advertising literature. If any portion of the NOA is displayed, then
it shall be done in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its
distributors and shall be available for inspection at the job site at the request of the Building Official.

This NOA renews and revises NOA # 07-0305.08 and consists of this page | and evidence page E-1, as well
as approval document mentioned above.

The submitted documentation was reviewed by Carlos M. Utrera, P.E.

NOA No. 12-0618.04

Expiration Date: Aungust 2, 2017
Approval Date: March 21, 2013
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Leader Industries, Inc.

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

DRAWINGS

1. Drawing No. 08-01644, titled “DC-PVB Penthouse Fan Enclosure”, sheets 1 through
7 of 7, dated 06/25/2012, with revision A dated 02/25/2013, prepared by Leader
Industries, Inc, signed and sealed by Luis R. Lomas, P.E.

TESTS “Submitted under NOA # 07-0305.08”

1. Test Report # NCTL 210-3258-1 on Large Missile Impact Test per FBC, TAS 201-
94, Cyclic Wind Pressure Test per FBC, TAS 203-94, and Uniform Static Air Pressure
Test per FBC, TAS 202-94, prepared by National Certified Testing Laboratories,
dated 04/10/2006, signed and sealed by Gerard J. Ferrara, P.E.

CALCULATIONS “Submitted under NOA # 08-1126.04”
1. DC-PVB Penthouse Fan Enclosure anchor calculations, prepared by Luis R. Lomas,
P.E., dated 02/24/2013, signed and sealed by Luis R. Lomas, P.E.

“Submitted under NOA # 07-0305.08”
2, Calculations titled “DCPVB Aluminum Vertical Blade Louvered Penthouse” dated
February 20, 2007 signed and sealed Eric S. Nielsen, P.E.

QUALITY ASSURANCE
1. Miami-Dade Department of Regulatory and Economic Resources (RER)

MATERIAL CERTIFICATIONS

1. None.
STATEMENTS
1, Statement letter of code conformance to 2010 FBC and no financial interest, dated

06/28/2012, signed and sealed by Luis R. Lomas, P.E.

trera, P.E.
Product Control Examiner

NOA No. 12-0618.04

Expiration Date: August 2,2017
Approval Date: March 21, 2013
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REVISIONS I

_ REV DESCRIPTION DATE APPROVED
A REVISED PER MD COMMENTS 02/25/13 R.L.
108" MAX.
” NOTES:
75 1/27 MAX. 1. THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED TO COMPLY WITH
} REQUIREMENTS OF THE FLORIDA BUILDING CODE INCLUDING THE HVHZ. |
51 1/2" MAX. 2. WOOD FRAMING AND MASONRY OPENING TO BE DESIGNED AND ANCHORED TO PROPERLY

TRANSFFR ALL LOADS TO STRUCTURE. FRAMING AND MASONRY OPENING IS THE
RESPONSIBILITY OF THE ARCHITECT OR ENGINEER OF RECORD.

3. ALLOWABLE STRESS INCREASE OF 1/3 WAS NOT USED IN THE DESIGN OF THE PRODUCT
SHOWN HEREIN. WIND LOAD DURATION FACTOR Cd=1.6 WAS USED FOR WOOD ANCHOR
CALCULATIONS.

4, FRAME MATERIAL: ALUMINUM B063—T5.

5. APPROVED IMPACT PROTECTIVE SYSTEM 1S NOT REQUIRED FOR THIS PRODUCT IN WIND I

96" MAX.

BORNE DEBRIS REGIONS.

6. FOR ANCHORING INTO WOOD DECKING USE 5/16” LAG SCREWS WITH SUFFICIENT LENGTH
TO ACHIEVE A 1 5/8" MINIMUM EMBEDMENT INTO SUBSTRATE. LOCATE ANCHORS AS SHOWN
IN ELEVATIONS AND INSTALLATION DETAILS.

7. FOR ANCHORING INTO CONCRETE USE 1/4” HILTI KWIK BOLT (Il WITH SUFFICIENT LENGTH
TO ACHIEVE A 2 1/2" MINIMUM EMBEDMENT INTO SUBSTRATE WITH 4 1/2” MINIMUM EDGE
DISTANCE OR 1/4” TAPCON WITH SUFFICIENT LENGTH TO ACHIEVE A 1 1/4” MINIMUM

DC-PVB PENTHOUSE FAN ENCLOSURE EMBEDMENT AND 2 1/2” MINIMUM EDGE. LOCATE ANCHORS AS SHOWN IN FLEVATIONS AND

EXTERIOR VIEW INSTALLATION DETAILS.
DESIGN PRESSURE FATING | IMPACT RATING 8. FOR ANCHORING INTO METAL STRUCTURE USE 1/4” SMS OR SELF DRILLING SCREWS WITH
SUFFICIENT LENGTH TO ACHIEVE 3 THRFADS MINIMUM BEYOND STRUCTURE INTERIOR WALL.

+ LARGE AND SMALL LOCATE ANCHORS AS SHOWN IN ELEVATIONS AND INSTALLATION DETAILS.
+100PSF MISSILE IMPACT " o

9. FOR WFLDING INTO METAL STRUCTURE USE 1/8" X 7/8" FILLET WELD. LOCATE WELDS AS
MISSILE LEVEL D, WIND ZONE 4, AND HVHZ SHOWN IN ELEVATIONS AND INSTALLATION DETAILS.

10. ALL FASTENERS 7O BE CORROSION RESISTANT.

11, INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR
MANUFACTURER'S INSTALLATION INSTRUCTIONS AND ANCHORS SHALL NOT BE USED iN
SUBSTRATES WITH STRENGTHS LESS THAN THE MINIMUM STRENGTH SPECIFIED BELOW:

A, WOOD — MINIMUM SPECIFIC GRAVITY OF G=0.42

B. CONCRETE — MINIMUM COMPRESSIVE STRENGTH DF 2,000 PSL

C. MASONRY — STRENGTH CONFORMANCE TO ASTM C—80, GRADE N, TYPE 1 (OR GREATER).
D. METAL STRUCTURE: STEEL 12GA, 33KSI OR ALUMINUM 6083—T5 1/8" THICK MINIMUM

CURB W/ OPTIONAL FAN COLLAR
SIGNED: 02/24/2013
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| REVISIONS I

REY DESCRIPTION DATE APPROVED
. . A | REVISED PER MD COMMENTS 02/25/13 [R.L
19" TYP 12" MAX OC.
y L
19” TYP I [+] [+ Q o] [+] Q
19" TYP 9 1/4" 0.C. MAX
o o 1.0
12" MAX OC. 19" TYP — 6 o © o o o o
INSTALLATION
° ° o ° |~ ANCHORS TYP.
INSTALLATION ] . o =
ANCHORS TYP. ™2~~~ =~ = = ° 9 1/4” 0.C. MAX —— . .
ANCHOR LAYOUT o o
CONCRETE/MASONRY AND WOOD DECKING
SEE NOTES 6 & 7 SHEET 1 © . e
ANCHOR LAYOUT
METAL DECKING
SEE NOTE 8 SHEET 1
19" TYP‘_j___l E 12" MAX OC.
19" TYP —
T [ ] INSTALLATION
]/ ANCHOR WELD TYP.
12" MAX OC., —
[ ] SIGNED: 02/24/2013
l LEADER INDUSTRIES INC wwiiy,
- : N\ L /7
—e PRODUCT REVISED. P.O. BOX 40913 \\\\Q\% .?: . l:?/’{////
NASHVILLE, TN 37204 SO NCEN gt T2
ANCHOR LAYOUT =Sy S =
METAL DECKING e 22, VAL RA Ui = z;;%sz =
SEE NOTE 9 SHEET 1 By £ iters" = YWY A S
Mssr Doade Product Gortiol ANCHORING DETAILS AND NOTES 27, STATE OF ;‘é’fs
9 o
DRAYYN: DWG NO. rev | 7% 'ﬁoR\O"‘ RS
72S8q s IR OO
LMP 08-01640 A TN
7 ONAL N
SCALE N, T,S, |PE 0g/25/12  |SMEET2 OF 7 i




REVISIONS

REV DESCRIPTION DATE APPRCVED

A | REVISED PER MD COMMENTS 02/25/13 | R.L

ROGH 5"
BY OTHERS

!

3 1/2” MIN. @\ ,\’
EMBEDMENT ]
i 7 7 . ; :m 2000 PSI MIN CONCRETE
- 7 — - BY OTHERS
= 3/4” MmN »l LWOOD FRAMING BY OTHERS g R B A ag .
EDGE SYP (SG — 042) 2 1/2 MIN. - P L
DISTANCE EMBEDMENT - T 4
. ) . R
' : . . q° 4
WOOD DECKING e :
INSTALLATION ! 4 1/2” MIN 4
FDGE DISTANCE
/AN CONCRETE
\ 3/ INSTALLATION
ROOF 28 f\,'
BY OTHERS\ STEEL GIRDER OR g”
p ///r__PURUN BY OTHERS
/ B, | G
/\/ .
: 2000 PS] MIN CONCRETE
f . - _ P ‘]3 - D 8Y OTHERS
/ A\ METAL DECKING Caeoan | R N
\8/ INSTALLATION eveeoMent Lo ok o tE T 4
{ S é /\/ » a4
" " 2 1/2” MIN | .
1/8 R7/8 1 ; / EDGE DISTANCE ' 4
/] /AN CONCRETE
\ 3/ INSTALLATION

ROOF
BY OTHERS N\

SIGNED: 02/24/2013

LEADER INDUSTRIES INC.
/’ /\/ e UCT REVISED P.0. BOX 40913

NASHVILLE, TN 37204

S DC-PVB PENTHOUSE
INSTALLATION DETAILS
\3/ INSTALLATION LMP 08-01640 FSIONAL BN
ST N.T.S. [N 06/25/12 |53 OF 7 | i I




27 X 2" X 3/16" ANGLE SUPPORT(8)
FOR 2-SECTION ROOF

REVISIONS

REY

CESCRIPTION

DATE

APPROVED

REVISED PER MD COMMENTS

02/25/13

R.L.

HORIZONTAL HBS BLADE SUPPORT

]
< SEE DETAIL 2 25" FROM BOTIOM OF LOUVER
) (73) ROOF SUPPORTS 4" FROM ON SHEET 5
ENDS AND 67 ON CENTER
SEE DETAIL 1 INSIDE CORNER ANGLES ATTACHED WITH
THIS SHEET " #10-16 X 3/4 TEK SCREWS, 2" FROM
/a \ 1 1/2" WELDS ENDS AND 12”7 ON CENTER
84 2 X 3 HINGES 16" FROM @
. END AND 24" O.C.
96
9 | T
. |
\ 3
96" \
. 2" X 2" X 3/16" ANGLE BRACE .
108 6" DOWN FROM TOP OF LOUVER“’ o o P 51.5
WELDED DOWN THE SIDE
CORNER SQUARING PLATE 6" UP (i)
FROM BOTTOM OF LOUVER , -
(T ] > Al -
\4/ HORIZONTAL CROSS SECTION s \ " pt
ﬂ:- ‘ ‘ U‘_'
1
24"
\7 SEF DETAILS 3 & 4 \6” LONG FLANGES
ON SHEET 5 |
VERTICAL CROSS SECTION
\4/
WELD BOTH SIDES SIGNED: 02/24/2013
24" 0.C. & 2" LONG -
LEADER INDUSTRIES INC. i,
PRODUCT BEVISED. i P.0. BOX 40913 Ne.: 047,
B Coge NASHVILLE, TN 37204 §\,,-\"\GEN.9‘;-‘70’/¢ |
;2_‘_.{}{; M :: » . .o ket
el - ¥ DC-PVB PENTHOUSE Sk Mo 62614 XZ
B . FAN ENCLOSURE = g (¢ 'r.'rE
MikemiO%de Prodact Conprol CROSS SECTIONS =%, STATE OF s
w , NI 8T
DRAWN: DWG NO. REV 2 6\& -.(OR\Q ‘06\ N
DETAIL 1 LMP 08-01640 A /’;’//,‘9’0;\13&. @\\\\\
SCALE N.T.S. |PME 06/25/12 |14 OF 7 S




" o REVISIONS
REV BESCRIPTION DATE APPROVED
A REVISED PER MO COMMENTS 02/25/13 R.L.
#10 TEK SCREWS,
i 2 EACH END
5/16—18 X 1" BOLT
@ ¥\ ST 23 /\/ /M J
4 ] @ H & & | E\
, CURB W/OPTIONAL
2" X 2" X 3/16” #10 16 X 3/4 Ko
ALUM. AéGLE_SE L TEK SCREW o — { | FAN COLLAR ®
- @
U 2" X 2" X 3/16” @1/4 X 1 1/2" TEK
@1/2"—13 X 1" BOLT, ~] ALUM. ANGLE SCREW ANGLE WELDED TO
NUT & WASHER LOUVER 1 1/2"
WELDS STAGGERED 12”
@ 2" X 2" X 3/16" _ 0.C., BY OTHERS
ALUM. ANGLE
DETAIL 4
DETAIL 2 OPTIONAL CURB
ROOF SECURING MOUNTING DETAIL
DETAIL
/\/ / ’l e/ |~ ANGLE WELDED 70 LOUVER
! 1 1/2” WELDS STAGGERED
l ;ﬁmrl,/ 12" 0.C., BY OTHERS
.
NN
@1/4" X 1 1/2" TEK
SCREW STANDARD CURB (13)
l > X 2 % 316" | SIGNED: 02/24/2013
ALUM. ANGLE
LEADER [NDUSTRIES INC. R 10,
PRODUCT REVISED ¢
] P.0. BOX 40913 NN
DETALL 3 4 compiying with ihe Florida NASHVILLE, TN 37204 SO NCENG T2
STANDARD CURB uilding Cod SVN ¢z
MOUNTING DETAIL DC-PVB PENTHOUSE She Mo, BREIX KT
oy Ll FAN ENCLOSURE =R AW to =
Misi Dade Froduct Conrol CROSS SECTIONS =%, TATE OF vus
DRAWN: DWG NO. REV ’//‘%\OQOR\QY: oc}'é\Q
LMP 08-01640 Al 708 e
SCALE N T.S. |9ME 06/25/12 SHEETS QF 7 T




N\

@ ROOF CAP
ALUMINUM 6063-T5 .081" THICK

1/2" j
ANGLE
ALUMINUM 6063-T5 125" THICK

 E—

FLAT BAR
ALUMINUM 6063-T6 .125" THICK

|—!—2“—i—~

ANGLE )

ALUMINUM 6063-T5 .1875" THICK

e Y

6 1/16”

@ FRAME BOTTOM
ALUMINUM 6063-T5 .080" THICK

«‘ 1 15/16" |~

5 11/16"

O) BLADE
ALUMINUM 6063-T5 .080" THICK

REVISIONS

REV DESCRIPTION

DATE APPROVED

A | REVISED PER MD COMMENTS

6 1/16"

02/25/13 |R.L.

*

@ FRAME TOP
ALUMINUM B063-T5 .080" THICK

4 1/4

| u

| 6”

@ FRAME JAMB
ALUMINUM 6063-T5 .080" THICK

—‘ . 9/18"
2 1/8" |

—

11/8"

(1) FAN COLLAR
14 GAUGE GALVANIZED STEEL

‘—-—— 5 9/16" ——1

f

(12) FAN SUPPORT BRACKET
14 GAUGE GALVANIZED STEEL

~| 1 1/2" |~

(4 ROOF SUPPORT
ALUMINUM 6063-T50.063" THICK

LEADER INDUSTRIES INC.

112 ?
i 1 1/2"
ek
ANGLE

ALUMINUM 6063-T5 .1875" THICK
SIGNED: 02/24/2013

Wity
\\\\ ‘ ////
PRODUCT BEVISED e R Loy,
o P.0. BOX 40913 SNSRE 7
g Cody. 1 Frorida NASHVILLE, TN 37204 N \(‘,ENS 4@%
—~ —
DC—PVB PENTHOUSE Shee *x=
FAN ENCLOSURE =IR/A =
COMPONENTS = TAT &S
220 &3
DRAVIN: OWG NO. REV ’/“\ '(:(OR\OV‘ 6&'\\?
LMP 08-01640 A \\\\\
SCALE NLT.S. | 2MTF 06/25/12 SHEET G OF 7 X
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REVISIONS

REV

DESCRIPTION

DATE

APPRCVED

REVISED PER MD COMMENTS

02/25/13

R.L

o DESCRIPTION No | venDor
1 SlLL/BOﬂOM W/L]P EXTRUDED ALUMINUM 22855 LEADER
9 | HEAD/TOP EXTRUDED ALUMINUM 92943 |  LEADER
3 | JAMB EXTRUDED ALUMINUM 22852 |  LEADER
4 BLADE EXTRUDED ALUMINUM 22851 LEADER
5 | HORIZONTAL BLADE SUPPORT 22854 | LEADER
6 VERTICAL BLADE SUPPORT FORMED ALUMINUM 0.010 (NOT SHOWN) LEADER
7 | 0.063” ALUMINUM CORNER COVER (NOT SHOWN) LEADER
8 | 2" X 27 X 3/16” ALUMINUM ANGLE LEADER
9 | ROOF SKIN 0.081” THICK ALUMINUM LEADER
10 | CORNER SQUARING PLATE 0.101” LEADER
11 | FAN COLLAR 14 GA. GALVANIZED STEEL (OPTIONAL) LEADER
12 | FAN SUPPORT BRACKET C CHANNEL FORMED GALV. STEEL 14GA. (OPTIONAL) LEADER
13 | ROOF CURB 14 GA. GALVANIZED STEEL 24" MAX. HEIGHT LEADER
14 | ROOF SUPPORT ALUMINUM 0.063” LEADER
16 | 1-1/2" X 1-1/2" X 3/16" STEEL ANGLE

16 #12-—14 X1 1/2" TEK SCREW

17 | 5/16” LAG BOLT INSTALLATION ANCHOR W/ 1 5/8" MIN. EMBED.

18 | 1/4” DIAMETER HILTI KWIK BOLT Il ANCHOR W/ 2 1/2” MIN. EMBED. HILTI
19 #10—16 X :5/4” TEK SCREW

20 | #10-16 X 1/2" SS

21| 1/2"-13 X 17 BOLT, NUT & WASHER

22 | HINGE

23 | 1/8” X 17 ALUMINUM FLAT BAR

24 | 1/2" X 17 X 1/8" ANGLE

25 | 1/4" X 1-1/2" TEK SCREW W/ FULL PENETRATION

26 | 5/16 —18 X 1" BOLT & NUT

27 | ROOF CAP 0.081

28 | 1/4”-3 POINT SELF DRILLING SCREW BUILDEX

=]
<]

1/4" TAPCON

PRODUCT REVISED.
23 coumplying with the Florida

LEADER

INDUSTRIES

P.0. BOX 40913

NASHVILLE, TN 37204

INC.

Y

Building Code
Acceptmnce No .
Expiration Date /7

By _ A s>
Miunfl}iﬁMCmm

DC—-PYB PENTHQUSE

FAN ENCLOSURE
BiLL OF MATERIAL

DWG NO.

08-01640

DATE 06 /25 /12

SHEET7 OF 7

SIGNED: 02/24/2013
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